
02THT-EX reserves the right to make changes at any time in order to supply the best product possible.

Applicable Area
• Pulp & Paper Industry

• Power Plants

• Smelter

• Casthouse

• Cable Manufacturing

• Glass Factory

• Automotive Industry

• Textile Industry

Brand, THT=TOP HI-TECH CO., LTD.

THT HT L11020 C 060 2 C 100 C90

Model Name, L11020=Model L1102

Wa�age,
060=60W

Moun�ng bracket type
W25/90=Wall Mount 25°/90°
H25/90=Hanging Mount 25°/90°
S25/90=Stanchion 25°/90°
C90=Ceiling moun�ng 90°
P90=Pendant
RO=Rotatable
TA=Tripod Adjustable
LA=Long Adjustable

Ambient Temperature, 
100=86°C~100°CC.C.T., 

C=Cool White, 
W=Warm White

Voltage,
6=120V
7=208V
2=220V
9=277V

Model Code

Mounting Option & Dimensions (All in mm)

Optional Accessory

6.6 kg (14.5 lb)

6.6 kg (14.5 lb)

6.6 kg (14.5 lb)

6.6 kg (14.5 lb)

6.4 kg (14.1 lb)

6.4 kg (14.1 lb)

Light Source,
C=COB LED

Category of product, HT=Ligh�ng for using in high temperature environment

Reflector

97
.5

Ø420.0

Reflector

344.5

(3
12

.8
)

234.0

6.0 kg (13.2 lb)
Stanchion 90° (S90)

Pendant (P90)Stanchion 25° (S25)Hanging Mount 25° (H25)

Hanging Mount 90° (H90)Wall Mount 90° (W90)

Wall Mount 25° (W25)

25°

267.3

25
3.

2

230.0
347.0

90°

23
5.

0

234.0

12
7.

7
2.

3

27
5.

0
43

2.
9

25°

28
1.

7

(3
01

.6
)

25°

406.92

Ø234.0

30
5.

0

10
5.

0

375.0

3.
0

Ceiling 90° (C90)

7.1 kg (15.6 lb) 17.6 kg (38.8 lb)7.4 kg (16.3 lb)7.6 kg (16.8 lb)

235.0

32
2.

0

12
0.

0

251.0

(1
04

8.
2)

(802.3)

(9
42

.0
)

Tripod Adjustable (TA)
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Optional wheel accessory could be added if specified242.8

19
3.2

45
°

(698.8)

L1102 High Humidity & 
Heat Resistant LED Lighting
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Technical Data
Rated Voltage (±10%)
Watts (±10%)
Amps
Color of LED Light
Ambient Temperature
Power Factor
CRI

Lumen (±10%)

Beam Angle
Frequency
Degree of Protection
Material

LED Service Life
Entrance Thread

120V / 208V / 220V / 277V AC
60W
120V: 0.50A , 208V: 0.29A, 220V: 0.27A, 277V: 0.22A
3000K (Warm White) / 5000K (Cool White)
+86°C ~ +100°C
cos≧0.9
Cool White≧70 / Warm White≧80

X-110° / Y-110°
50 / 60 Hz
IP67/ NEMA 6
Aluminum alloy
Tempered glass
60,000 hrs*
1 × NPT 3/4”

60W
5700lm
6000lm

　  

COB
3000K
5000K
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Light Features
• High efficacy
• Applicable to high temperature environment 
• Salt spray 1000 hrs passed

Net Weight: 5.5 kg (12.1 lb)

●Enclosure
●Glass

Dimension in Millimeters (inches)

*L70 at 55°C Ambient Temperature

Heat-Resistant

100°CL1102
THT-EX

IP67
NEMA 6

★UL 1598 Luminaires
★CSA C22.2 No.250.0 
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Light Features
• High efficacy
• Applicable to high temperature environment 
• Salt spray 1000 hrs passed

Net Weight: 5.5 kg (12.1 lb)

●Enclosure
●Glass

Dimension in Millimeters (inches)

*L70 at 55°C Ambient Temperature

Heat-Resistant

100°CL1102
IP67

NEMA 6
★UL 1598 Luminaires
★CSA C22.2 No.250.0 


